BATTERY CHARGE INFORMATION

AP 100

AP 200

AP 3500

AP 300 S

KMA 130 R/ KMA 135 R AND KOMBISYSTEM ATTACHMENTS

AR 1000

AR 2000

AR 5000

AR 2000 L

AR 5000 L

Working Times Per Battery Charge - Minutes (Performance Levels 1-3)'

BF-KM
BG-KM
FBD-KM
FCB-KM
FCS-KM
FS-KM
FS-KM
FH-KM
HL-KM
HL-KM
HT-KM
KB-KM
KW-KM
RG-KM*®

*level 3

Mini-Cultivator
Blower

Bed Redefiner
Curved Lawn Edger
Straight Lawn Edger
Line Head Trimmer
Brushcutter

145° Power Scythe
0° Hedge Trimmer
145° Hedge Trimmer
Pole Pruner

Bristle Brush

STIHL PowerSweep™

Reciprocator

16-15
14-6
S5-5
12-7
12-7
16-7
29-16
62-4]
62-4]
62-4]
22-10
16-15
16-15
28

31-25
26-10
9-9
25-12
25-12
30-14
60-30
125-8]
125-8]
125-8]
42-19
31-25
31-25
S

46-57
39-15
14-14
55-18
55-18
58-18

/5-40

185-123
185-125
185-123

65-29

46-37

46-57

/0

S/-46
48-19
41-22
41-22
47-22
93-50
229-152
229-152
229-152
/8-56
S/-46
S/-46
85

Note: The battery working times per charge are estimates and may vary depending on usage and application.

AP 100

AP AND AR SERIES BATTERIES

AP 200

AP 500

AP 300 S

125-99
104-39
58-38
89-47
89-47
105-50
201-104
501-332
501-3352
501-3352
171-77
125-99
125-99
120

AR 1000

185-145
153-57
99-35
151-69
151-69
154-75

294-155

753-486
7353-486
755-486

250-112

185-145

185-145

230

AR 2000

250-18lI
191-72
69-69

164-86

164-86
195-92

368-191

218-610

?18-610

?18-610

313-14]

250-18lI

250-18]

550

AR 5000

200-160
170-60
60-60
145-75
145-75
170-8I1

525-170

810-540

810-540

810-540

275-120

200-160

200-160

300

AR 2000 L

500-250
245-90
90-90
210-110
210-110
250-120
470-240
1,150-790
1,150-790
1,150-790
320-180
3500-250
3500-250
450

AR 35000 L

Battery Charging Times - Minutes (80%/100% capacity)

AL 101 CHARGER

AL 300 CHARGER

AL 500 CHARGER

Working Times Per Battery Charge - Minutes'

MSA 160 C-B

MSA 161 T

MSA 200 C-B

MSA 220 C-B

HTA 65
HTA 85

NEW!HTA 135

KMA 130 R (FS-KM line)?

NEW! KMA 135 R (FS-KM line)?

FSA 85

FSA 90 R (nhylon head)

FSA 130 R (hylon head)?

NEW! FSA 135 (nylon head)?

NEW! FSA 135 R (hylon head)?

HSA 66

HSA 94 R’

HSA 94 T

HLA 65
HLA 85

NEW! HLA 135 (145°)

NEW! HLA 135 K (145°)

NEW! HLA 135 K (0°)

NEW! BGA 86

BGA 100°
BGA 200°

TSA 230

75/100
30/45

30/45

18
18

18

18
18
10
16-7
16-7
18
12
19-10
14-10
14-10
72
54-42
54-42
/2
/2
52
32
52
11
52-8
24-6

7

Working Times Per Battery Charge - Sq. Ft.’

RMA 510

RMA 510 Y

Recommended battery

Note: Battery/tool combinations providing the best balance, adequate run time and performance are shown in bold.

Reduced tool performance

150/200
40/50

30/45

42

42

42

42

42
22
30-14
3014
36
24
30-18
28-17
28-17
144
108-84
108-84
144
144
64
64
64
17
66-12
49-7

14

190/250

45/65

25/35

20

20
45
99
59

55

35
58-18
58-18

45

30

40-20
36-19
56-19

180
135-105
135-105

180
180
747/
7/

77

21
83-16

78-12

5,100

2,562

— Not Applicable

230/300

55/70

30/45

62
62

56

37

68

68

45
47-22
47-22
26
o7
50-25
45-25
45-25
225
167-150
167-130
225
225
@5
@5
@5
26
105-20
?5-14

22

5,078

130/160

90/120

125
125
110
110
125

125

@5
105-50
105-50

120

80
100-70
100-56

100-56

450

380-320

380-320

450

450

215

215

215

Y4

225-45

212-32

190/215

100/130

180
180
160
160
180

180

130

154-73

154-73
180
120

150-100

150-82

150-82
660

550-450
550-450

660
660
310
310
310
84

500-60

295-43

' The battery working time specifications for each battery charge are estimates and may vary depending on how the tool is used and what is being cut.

2 Level 1 — Level 3

5 Level 1 — Boost

FWARNING: If using an AR series battery or AP series battery in a battery bag with connecting cord, always use a lift bucket for in-tree surgery and maintenance. Do NOT climb in the tree.

220/265

120/160

230
250
200
200
250
2350

170

193-92

193-92
220
150

190-125
190-125
190-125
800
/00-570
700-570

800
800
390
3590
390

105

395-75

576-60

210/270

110/150

196
196
174
201
196

196

160

170-8]

170-8]
196
130

160-105
160-Q0
160-Q0

717
550-480
550-480

/17
/17
345
345
345
Q0

3520-65

554-53

310/400

170/220

300
300
26]
281
300

500

240

250-120

250-120
287
196

240-160

220-150

220-150

1,043
900-740
?00-740

1,043

1,043

520
520

520

140

510-95

550-86



